B/30/07

Single Family Residential One Story Detached Garage

Foundation Detail A

B 12" x 10" steel anchor bolts 6'-0" O.C. max., 7"
/ min. penetration max. 12" from corner and 12" from
Lap siding over foundation a each end of plate (min. 2 bolts per plate).
minimum of 1°. Bottom plate shall be min. 8” above grade, or be
_/ treated wood or decay resistive wood
|
o Ty ; e ezt 312" Minimum Concrete Slab
6" min.
Finished grade e
8" min,

Note: Check with local building | #4 rebar min. cont. top & bottom

department for swelling soils.

Caissons may be required. T
8"

Foundation Detail B

'/2" x 10" steel anchor bolts 6'-0" O.C. max., 7*
/ min. penetration max. 12" from corner and 12"
from each end of plate (min. 2 bolts per plate).

Lap siding over foundation
a minimum of 1"

Bottom plate shall be min. 8” above grade, or
/ be treated wood or decay resistive wood

6" min.
Finished grade — — R

I
"> 3 12" Minimum concrete slab

foan |
\ Fiberboard expansion joint

[ —— Provide #4 rebar vert. @ 4'-0" O.C. insert
rebar into concrete footing or key way

36" min.

Note: Check with local building
department for swelling soils.
Caissons may be required. v

BE

! #4 rebar min. continuous top of stemwall & at footing

This handout was developed by the Colorado Chapter of the
International Code Council as a basic plan submittal under
the 2003 International Residential Code. It is not intended
to cover all circumstances. Check with your Department of
Building Safety for additional requirements.




